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FEATURES

PERFORMANCE

DURABILITY

FLEXIBILITY

CONTROL

Fabricated Intake Duct

The 200 series water jets use a
fabricated intake duct mounting
system that is manufactured in
aluminium or steel to suit the hull
material. The duct is supplied as a
complete machined part ready to
weld in or bolt in for fiberglass
vessels - resulting in fast install times.

Impeller Technology

Based upon DOEN’s proven axial
flow, stainless steel casting
impeller designs, the 200 series
impeller configuration results in
higher thrust throughout the
speed range and unrivalled
cavitation resistance.

High Thrust Pump

Optimally sized to best suit target
engine/s power range and target
vessel size and weight envelope. The
axial flow pump efficiently converts
input power into a high volume jet
flow delivering high thrust, more
range and more payload with
reduced fuel burn.

Integrated Water Jet Option

The integrated water jet installation
method provides a simple and
extremely cost effective method for
waterjet installation in hulls. A
re-usable mould insert is used to form
the intake duct surface allowing
flexibility of duct design and waterjet
integration.

Split Duct Power Reverse

The split duct-reversing bucket provides
excellent high thrust reverse maneuver-
ability. The balanced nozzle and split
duct reverse bucket are operated by
hydraulic cylinders mounted completely
inboard. All hydraulic hose connections
and position sensors inboard.
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Thrustmaster DOEN 200 series

Constructed using modular designs,
no special tools required.

The 200 series water jets are made in the
U.S. by Thrustmaster and are available in
four model sizes ranging from 400kW to
2500kW to accommodate vessels from
15m up to 45m with stainless steel jets
supported by a complete range of
electronic controls with joystick

docking.

Duplex stainless steel main shaft

with oil lubricated inboard thrust
bearing assembly, water lubricated
rear bearing and face type shaft seal.
Simple Thrustmaster DOEN taper lock
coupling system for both impeller and
input coupling.

Steering & Reverse

Get fast response from the duct reverse
bucket operated by hydraulic cylinders
mounted completely inboard. All hydraulic
hose connections and position sensors
inboard.

Pump Assembly

For maximum service life and extreme

resistance to erosion and corrosion the
pump assembley is manufactured from
stainless steel materials - including the

impeller, impeller casing and discharge
nozzle.

International support from Thrustmaster’s
global network of service and support centers
around the globe to provide fast assistance
and spare parts supply 24/7.

Learn more at www.Thrustmaster.net



200 SERIES
TECHNICAL SPECIFICATIONS

DJ200 DJ260
Power Range kW (hp) 1000 (1340) RNEIREEZI0ON 1600 (2145) ppAds0R@A:{e):
Max RPM 1650 1290
Weight Kg (Ilbs) Dry 875 (1930) | 1050 (2315) 1700 (3750) | 2340 (5160)
Construction Intake Duct Aluminium Plate OR Mild Steel
Main Shaft Stainless Steel SAF2205 (S/S)
Impeller Stainless Steel casting (S/S)
Imp. Housing Aluminium + (S/S) Stainless Steel (S/S)
Stator Aluminium Stainless Steel (5/S)

Steering Nozzle

Aluminium Casting

Reverse Duct

Aluminium Casting + Aluminium Plate

Dimensions (mm)

1420

1980




Thrustmaster DOEN 200 series

Constructed using modular designs,
no special tools required.

The 200 series water jets are made in the
U.S. by Thrustmaster and are available in
four model sizes ranging from 400kW to
2500kW to accommodate vessels from
15m up to 45m with stainless steel jets
supported by a complete range of
electronic controls with joystick

docking.

Duplex stainless steel main shaft

with oil lubricated inboard thrust
bearing assembly, water lubricated
rear bearing and face type shaft seal.
Simple Thrustmaster DOEN taper lock
coupling system for both impeller and
input coupling.

Steering & Reverse

Get fast response from the duct reverse
bucket operated by hydraulic cylinders
mounted completely inboard. All hydraulic
hose connections and position sensors
inboard.

Pump Assembly

For maximum service life and extreme
resistance to erosion and corrosion the
pump assembley is manufactured from
stainless steel materials - including the
impeller, impeller casing and discharge
nozzle.

International support from Thrustmaster’s
global network of service and support centers
around the globe to provide fast assistance
and spare parts supply 24/7.

Learn more at www.Thrustmaster.net

DJ100G
DJ105
DJ110
DJ120
DJ130
DJ140

DJ170HP
DJ200
DJ220
DJ260
DJ290
DJ330
DJ350

Reverse Bucket

Steering Nozzle
Steering Bowl

Discharge Nozzle

Inboard Hydraulic Cylinders

Main Seal

WATERJETS

400kW to 2,500kW
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Input Coupling
Thrust Bearing
Intake Body
Intake Grate

Impeller

Impeller Casing
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Learn more at www.Thrustmaster.net

Headquarters
6900 Thrustmaster Drive
Houston, TX 77041

USA

Phone: +1 713 766 3741
Fax: +1 713 937 7962

Email: info@thrustmastertexas.com

Thrustmaster do Brasil Ltda.
Thrustmaster do Brasil Ltda.

Av. Nilo Pecanha, 50 - Sala 2911
20020-906 Centro

Rio de Janeiro, R] Brasil

Phone: +55 21 3045 9730
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Thrustmaster Europe
Thrustmaster Europe B.V.
Broeikweg 31a

2871 RM Schoonhoven
The Netherlands

Phone: +31 182 381044
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